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The Drucker Company Model 842VES Centrifuge with the 
Stat Fixed Angle Rotor for rapid sample analysis. 

 

Purpose: 
To obtain a rapid sample of PLT Poor Plasma 
for Laboratory testing using a Drucker Model 
842VES centrifuge with the Stat Fixed Angle 
Rotor. 
 

Preparation: 
Samples were placed into BD Lithium Heparin 
(PST Gel) and BD Sodium Citrate (Blue Top) 
tubes then separated using the Drucker 
Model 842VES centrifuge with the Stat Fixed 
Angle Rotor. An operating speed of 7000 
RPM's was used and a braking rate of 0 was 
used to preserve separation integrity. 
 

Results: 
A total of 30 samples were collected and prepared and a PLT count was run immediately fol-
lowing centrifugation. 
 
The Average PLT count for Lithium Heparin (PST) was: 2.6x10^3/ul 
The Average PLT count for Sodium Citrate (Blue Top) was: 3.6x10^3/ul 
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Test Dates: 
July 25, 2007 & August 7, 2007 
 
Location: 
The Drucker Company 
200 Shadylane Drive 
Philipsburg, PA 16866 
Under the supervision of Beth Bubb, (MT) ASCP 
 
Equipment: 
Model: 842VES 
Rotor: Stat Fixed Angle 
Test Tube: 13 x 75 BD Vacutainer, Lithium Heparin (Plastic) and Sodium 

Citrate (Plastic) 
Analyzer: Sysmex Poch-100i 
 
Centrifuge Settings: 
Speed: 7000 RPM 
Run Time: 2 Minutes 
Brake Level: 0 
Acceleration Rate: 9 
Countdown Delay: On 

July 25, 2007: Lithium Heparin  Aug. 7, 2007: Sodium Citrate 
Sample # Plt Count Sample # Plt Count 

1 0 1 5 
2 0 2 5 
3 2 3 1 
4 3 4 1 
5 3 5 2 
6 3 6 2 
7 3 7 5 
8 1 8 2 
9 1 9 5 
10 1 10 0 
11 1 11 6 
12 0 12 9 
13 1 13 7 
14 1 14 15 
15 0 15 6 
16 2 16 2 
17 1 17 5 
18 0 18 1 
19 0 19 8 
20 0 20 0 
21 10 21 1 
22 9 22 0 
23 2 23 0 
24 5 24 0 
25 4 25 8 
26 5 26 8 
27 4 27 0 
28 7 28 2 
29 5 29 1 
30 5 30 3 

 

Average 2.6 3.6 


